




RRC Tubular Flat Fenders These over-built tubular fenders were designed for maximum suspension 
articulation while still maintaining a factory-style inner fender liner. Tough 0.120” 
wall tube is attached to 1/8” steel plating for one tough fender design. RRC 
Tubular Flat Fenders are direct factory replacements with a built in full fender 
liner (some drilling my be required) allowing for all factory engine accessories 
to be mounted by using the factory mounting hardware. Fenders are packed in 
pairs, primed for paint. Though these flares cover most tires, they are designed 
for offroad use and additional flare coverage may be needed for onroad use in 
some states. Two unique styles to choose from: Basic model requires greater 
installation (drilling) and more sheet metal work before painting. It also includes 
the side marker light housing. Upgrade model bolts directly on using factory 
inner liner has ground welds and is ready for paint. The upgrade version does 
not include the side marker light housing and is designed for offroad use only.

Part # Description

12004.61 Basic Flat Fender, 97-06 Wrangler, Primer, Pair

12004.53 Upgrade Flat Fender, 97-06 Wrangler, Primer, Pair

12004.60 Basic Flat Fender, 87-95 Wrangler, Primer, Pair

Hood Lock
Special design virtually disappears into the 
grill. Cam lock design keeps people out of the 
engine compartment of your Jeep®. These clever 
applications install in minutes. An upgraded 
internal lock cover keeps ice and debris from 
fouling the lock mechanism.

Hood Lock Kits Part #

07-10 Wrangler, Each 11252.05

98-06 Wrangler, Each 11252.04

97 Wrangler, Each 11252.03

87-95 Wrangler, Each 11252.02

72-86 Jeep®, Each 11252.01

11252.01 Hood 
Lock, 1972-86 CJ

11252.02 Hood 
Lock, 1987-95 
Wrangler

11252.03 Hood Lock, 
1997 Wrangler

11252.04 Hood Lock, 
1998-06 Wrangler 11252.05 Hood Lock, 

2007-10 Wrangler

The Adjustable Track Bar’s function is to properly locate and center the front 
axle under the body of your Jeep® and improve its handling capabilities and 
steering geometry. This kit is designed to correct misalignment that can 
develop with Jeeps® with 4” of lift. Our track bar tubes are constructed with 
the same beefy 1.25” OD x.25” wall DOM tubing found in our Heavy Duty Tie 
Rod Kits! The bar is powder coated black to prevent corrosion and includes: 
polyurethane bushings, heavy duty mounting bracket and features a 7/8” zinc 
plated rod end. This a great companion to our 84-01 XJ and 93-98 ZJ Heavy 
Duty Crossover Steering Kit #18050.82. For the ultimate in front end ridgidity 
add on our Frame Stiffener #12035.51. This piece ties the front frame rails 
together while bracing the track bar mount. It is specifically designed for 
use with the Adjustable Track Bar (#18205.03) only.

Front Adjustable Track Bar & Frame Stiffener

Front Adjustable Track Bar and Frame Stiffener Part #

Front Adjustable Track Bar, 84-01 Cherokee XJ, 93-98 Grand Cherokee * 18205.05

Frame Stiffener, 84-01 Cherokee XJ, 93-98 Grand Cherokee ** 12035.51

Track Bar/Frame Stiffener Kit (consists of 18205.05 & 12035.51) 18205.20

* For use with 4” & over lifts
**Can only be installed in conjunction with P/N 18205.05

18205.20 Track Bar/Frame Stiffener Kit

12035.51 Frame Stiffener
18205.05 Adjustable Track Bar

HD Clutch Link Kit Part #

1976-83 CJ5, 1976-86 CJ7, 1981-86 CJ8. Stock - Up To 3” Body Lift. (NEW) 16919.30

HD Clutch Link Kit

16919.30

Replaces the factory style L-bracket with retainer clip clutch rod with an up-graded spherical rod design. Allows for full clutch 
engagement during heavy body and frame flex situations while off road, where the factory design has tendencies to bind not 
allowing you to get into gear. Also can be used with up to 3” body lifted vehicles replacing the shorter factory clutch rod.
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We mated the brilliance of High Intensity Discharge bulbs with the rugged construction of our traditional halogen off road lights. The result is more efficient 
and powerful beam better capable of illuminating the night sky. HID lights are 2½ times more powerful than halogen lights and draw 60% less current than 
a standard 100W fog light. Our 6” and 5” HID Lights are constructed with heavy duty stamped steel housings, and are available in corrosion resistant black 
or stainless steel finish. Rugged Ridge lights feature waterproof connections, internal ballast, and a reinforced multi-directional mounting base. The lights are 
available individually or in kits containing a pre-terminated wiring harness, relay, impact resistant stone guards and illuminated dash switch. 

HID Off Road Lighting
Single 
Light

2 Light Kit 
w/ Wiring 
Harness

3 Light Kit 
w/ Wiring 
Harness

6" Round, Black (NEW) 15205.01 15205.51 15205.61
5” Round, Black (NEW) 15205.02 15205.52 15205.62
7” Round, Black, Plastic (NEW) 15205.03 15205.53 15205.63
5" Round, Black, Plastic (NEW) 15205.04 15205.54 15205.64
6” Round, Stainless (NEW) 15206.01 15206.51 15206.61
5” Round, Stainless (NEW) 15206.02 15206.52 15206.62

15206.01

15205.63

All HID lights are available in 3 packs for 
use with Rugged Ridge Light Bars

Lights are available individually. 
All include impact resistant stone guards

HID Off Road Lighting

5”, 6”, 7” HID light assemblies available. •	
12V 35W 4200K HID Bulb. •	
Internal ballast - no external ignition ballast to install. •	
2½ times more powerful than halogen bulbs. •	
Draws 60% less current than a standard 100W fog light. •	
HID Lights include impact resistant stone guard. •	
The average life of an HID bulb is 2000 hours, compared •	
to 500-1000 hours for a halogen unit.

15205.51

Kits include a pre-terminated 
wiring harness, relay and 
illuminated dash switch

Don’t Forget a Rugged Ridge Light bar or 
XHD bumper with built in light tabs!88
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Accessories/Replacement Parts Part #
HID Lighting Covers, 7”,Smoked (NEW)  15210.51  

HID Lighting Covers, 6”,Black (NEW) 15210.50
HID Lighting Covers, 5”,Black (NEW) 15210.52
HID Lighting Installation Harness for a pair of lights (NEW) 15210.60
HID Lighting Installation Harness for three lights (NEW) 15210.61
Replacement HID Bulb for 5” and 6” lights (NEW) 15210.80
Replacement HID Bulb for 7” lights (NEW) 15210.81

®

11232.20

HID Light Accessories
15210.50
Black Lens

15210.80
Replacement HID Bulb

for 5" & 6" Lights15210.8
Replacement HID Bulb

for 7" Lights

DON’T LET NIGHT FALL ON YOUR ADVENTURE.
CREATE YOUR OWN DAYLIGHT LONG AFTER THE SUN HAS GONE DOWN!
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Designed, engineered, and tested to stand up to the rigors of off road use, our lights are constructed with heavy-duty stamped steel housings, 
and crystal glass lenses set in shock absorbent weatherproof rubber gaskets. The brilliant 12V 100 watt halogen bulbs slice through fog, rain 
or snow to help illuminate the road even under the toughest conditions. Available in Round, Rectangular and Slim housings in either a black or 
stainless steel finish to best suit your application. Slim lights feature a narrow profile just 2 13/16” thick! This sleek design allows them to be 
mounted in places most lights won’t fit. They are perfect for windshield and grille mount light systems. The lights are available individually or in 
kits containing a pre-terminated wiring harness, relay, impact resistant stone guards (white stone guards with stainless, black with black) and 
illuminated dash switch.

Rugged Ridge offers a complete light solution for your 2007-10 
Jeep® Wrangler with our NEW Hood Mount Off Road Light Kit. This 
innovative product mounts a pair of 3” 55-watt Halogen Lights directly 
to your factory hood latches without drilling or vehicle modification. 
Each Kit includes textured black powder coated brackets, two 3” 
Halogen lights, a pre-terminated extended wiring harness, relay and 
an adhesive mounted switch for a complete light solution.

Halogen Light Accessories Part #
Off Road Light Cover, 6-Inch Black, Ea. (NEW) 15210.53
Off Road Light Cover, 6-Inch White, Ea. (NEW) 15210.54
Off Road Light Cover, 5x7-Inch Black, Ea. (NEW) 15210.55
Off Road Light Cover, 5x7-Inch White, Ea. (NEW) 15210.56
Off Road Light Cover, 6-Inch Black Slim, Ea. (NEW) 15210.57
Off Road Light Cover, 6-Inch White Slim, Ea. (NEW) 15210.58
Off Road Light Installation Harness, For Pair Of Lights, Ea. (NEW) 15210.62
Off Road Light Installation Harness, For Three Lights, Ea. (NEW) 15210.63
Halogen H3 Off Road Light Bulb, 100w Replacement, Ea. (NEW) 15210.82
Halogen H3 Off Road Light Bulb, 130w Replacement, Ea. (NEW) 15210.83

®

Halogen Off Road Lighting

Rugged Ridge Off Road 
Lights, 100W

Single 
Light

2 Light Kit 
w/ Wiring 
Harness

3 Light Kit 
w/ Wiring 
Harness

6" Round, Black (NEW) 15207.01 15207.51 15207.61
5” x 7”, Black (NEW) 15207.05 15207.55 15207.65
6” Slim, Black. (NEW) 15207.10 15207.58 15207.68
6” Round, Stainless (NEW) 15208.01 15208.51 15208.61

6” Slim, Stainless (NEW) 15208.10 15208.58 15208.68

Windshield Hinge 
Light Brackets Black Stainless

07-10 Wrangler 11027.03 11028.03
97-06 Wrangler 11027.02 11028.02
76-95 CJ/Wrangler 11027.01 11028.01

Hood Mounted Off Road Light Kit 2007-10 Wrangler Part #

Hood Mounted Off Road Lights, 3” Black, 2 Light Kit w/ Wiring Harness (NEW) 15207.70

Rectangular lights 
give your vehicle a 
whole new look 

Mount A Set Of Driving Lights On Your Hood Catches

Windshield Hinge Light Brackets

Multi-directional mounting 
base allows you to focus light 
where you need it the most.

Crystal glass lenses set in 
shock absorbent weatherproof 
rubber gaskets. 

Each lights includes an impact 
resistant stone guard.

15207.70

Slim lights feature 
a narrow profile - 
just 213/16” thick! 

15207.51

Special black powder coated or polished stainless 
brackets mount directly to the windshield hinge of your 
CJ or Wrangler. Allows for easy mounting of auxiliary 
lighting. Each bracket is custom designed for an exact 
mount and 07-10 models include a rubber gasket to 
protect the paint during installation/removal. Sold in 
pairs. Lights not included.

11027.03

90

H
a

lo
g

e
n

 L
ig

h
tin

g
 &

 A
c

c
e

s
s
o

rie
s



Front Bumper Light Bars

Front Bumper Light Bars Part #

07-10 Wranger, Textured Black, Each 11232.20

07-10 Wranger, Stainless Steel, Each 11138.20

97-06 Wranger, Textured Black, Each 11232.02

97-06 Wranger, Stainless Steel, Each 11138.02

Light Clamps Part #

2”-2.5” (NEW) 11503.82

1.5”-1.75” UTV Sport Bar Light Mount Bracket (NEW) 11503.83

Rugged Ridge has engineered a durable and easy to install light 
bar that allows you to add auxiliary lighting to your factory 
Wrangler bumper. The light bar bolts to existing mounting holes 
and installs easily without cutting, drilling, or removing the 
bumper. With a few simple hand tools you will be able to install 

your light bar and mount up to three lights on your Jeep® while 
retaining your factory bumper. Lights not included.

11232.20, 2007-10 Wrangler

11232.02, 
1997-06 Wrangler

11138.20, 2007-10 Wrangler

Rugged Ridge JK Windshield Light Bar

XHD Overrider Light Clamps

®

The Ultimate Light Bar for your Wrangler! This exciting new design has been created to give 
the durable look of a five tab light bar with features found nowhere else. Through extensive 
testing, this heavy duty light bar incorporates a special wind deflector below the light bar to 
dramatically reduce whistling and “buffeting” of your soft top. Each bar hugs the contour of 
your windshield providing a great look while not interfering with the use of your hard or soft top. 
Oversized 2” textured black tubing attaches to your windshield mounts with no drilling. Each 
Light bar has five light tabs for use with Rugged Ridge Lighting options (fits up to five 7” lights). 
Each light bar has been specially developed to work with Rugged Ridge Light mount brackets and/
or Rugged Ridge mirror relocation brackets. Special three piece design makes the packaging small 
for ease of shipping. This is truly the most advanced light bar on the market!

Light mount brackets for use with XHD part numbers 11540.14, 11540.16 
and any other 2’-2.5” bumper overrider/tubes. Easy mount design makes 
these a must for mounting Rugged Ridge Lights to your bumper. Also 
available for smaller ATV/UTV 1.5”-1.75” tube sizes. Sold as eaches.

Windlshield Light Bar Part #

Textured Black, Jeep Wrangler (JK)  07-10, Each (NEW)

TJ Light bars Part #

Stainless Steel, Each 11138.01

Black, Each 11232.21

11232.21

11232.21

OE Fog Light Part #

Fog Light Assembly, Jeep Wrangler (JK) 07-10 LH/RH 12407.12

OE JK Fog Light
Stock replacement lens and housing assembly. Fits either side.

91

L
ig

h
t 

B
a

rs



92

E
x
h

a
u

s
t

Rugged Ridge Headers
These high quality Rugged Ridge headers are available in four finishes: polished 304 stainless steel, non-polished 409 stainless steel, high temperature metallic 
black ceramic and black painted for a long operating life. All Rugged Ridge designs are extra tough for extreme usage. Flanges are welded 360 degrees to stand up 
against the hottest conditions. Our polished stainless design gives your engine that new, hot look. Our ceramic coating look great and protects against corrosion & 
thermal fatigue while increasing horsepower and extending the life your of header. Ceramic headers retain heat better than their chrome or stainless counterparts. 
Retaining exhaust heat improves air density in the cylinder head’s combustion chamber for enhanced air flow. This improved flow increases the exhaust gas exit 
velocity, and cuts down on your under hood temperature, resulting in performance gains. Each complete kit includes manifold, gasket, hardware and down pipe 
flange gasket and is backed by a three year limited warranty against corrosion. 97-99 models re-use the factory head pipe. The complete bolt on kit includes 
manifold, gasket, hardware and down pipe flange gasket. All Rugged Ridge headers come with a limited 6 month/6,000 mile warranty. 

Steel Ceramic 409 Stainless Stainless

91-98 Wrangler w/ 4.0L Engine, Each 17660.01 17651.01 17650.01 17650.51

00-06 Wrangler w/ 4.0L Engine, Each 17660.02 17651.02 17650.02 17650.52

All Rugged Ridge headers come with gaskets

Cat-Back Exhaust System Cat-Back Exhaust System Part #

07-10 Wrangler, Kit 17606.55

01-06 4.0L, 01-02 2.5L, 03-06 2.4L 
Wrangler, Kit 

17606.50

97-00 4.0, 2.5L Wrangler, Kit 17606.51

91-96 4.0, 2.5L Wrangler, Kit 17606.52

99-04 4.7, 4.0L Grand Cherokee, Kit 17606.53

02-06 2.4, 3.7L Liberty, Kit 17606.54

Mufflers Part #

91-06 4.0L Wrangler, 97-02 2.5L 
Wrangler, 
03-06 2.4L Wrangler, 91-01  Cherokee, 
Each 

17609.22

99-04 4.7L Grand Cherokee, Each 17609.21

Rugged Ridge has built the most rugged exhaust system available for your Jeep®! Our catback 
systems feature mufflers, stainless steel hardware, and mandrel bent aluminized pipes. Our 
mufflers are constructed from heavy-duty 14-gauge aluminized steel, are seam welded, and 
feature reinforced inlets and outlets. Not only will you gain performance and a deep throaty sound, 
you’ll have the toughest exhaust system money can buy.

Would you try this with your muffler?

Stainless Steel Cat-Back Exhaust System
Open up your Jeep’s® exhaust with this great looking and long lasting 
stainless steel exhaust system. You’ll get a mellow exhaust note that will 
set your rig apart. The 2-1/4”mandrel bent pipes give hot exhaust gases 
a smooth exit without the constrictions found in crush-bent pipes. This 
is a bolt-on system that installs after the catalytic converter to keep you 
emissions legal. The dual split exits feature slash cut and rounded oval 
tips for a tough look. Includes all necessary mounting hardware.

Stainless Steel Cat-Back Exhaust System Part #

07-10 Wrangler 2-Door & 4-Door, Kit (NEW) 17606.75

®

17650.01 Header, 409 Stainless, 
1991-98 Wrangler with 4.0L engine

17651.02 header, Black Ceramic 2000-06 Wrangler with 
4.0L engine

17650.51 Header, Polished 
304 Stainless,
1991-99 Wrangler with 4.0L 
engine

17660.02 Header, Steel 
1991-98 Wrangler with 4.0L engine

Our custom Exhaust Headers are engineered to deliver improved performance. The 3.8L isn’t a bad motor it 
just needs more air to “breathe” properly. Our headers increase exhaust gas exit velocity to move more air 
through the cylinder head’s combustion chamber resulting in performance gains. They are constructed of 
409 stainless steel to ensure a long operating life. Each complete kit includes manifolds, gaskets, hardware, 
clamps and easy to read instruction sheets.

Stainless Headers for 2007-10 Wrangler 

Stainless Steel Headers Part #

2007-10 Wrangler w/3.8L Engine, Each (NEW) 17650.53
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Throttle Body Spacer Part #

1991-06 Wrangler 4.0L & 91-02 2.5L, 1991-01 Cherokee 4.0L & 1991-00 2.5L (NEW) 17755.01

Want more horsepower, better throttle response, and improved acceleration? 

A Rugged Ridge Cold Air Intake System can boost your performance, while helping you keep extra cash in your wallet. Our polished 
aluminum mandrel bent intake tube replaces the restrictive factory air box to help improve fuel economy. A black powder coated heat 
shield separates the filter from engine heat, dirt and debris, as cold air is drawn through a high-flow conical air filter. Unlike other 
reusable air filters, our dry panel design never needs oiling, which keeps your mass airflow sensor from being damaged by excess oil! 
The simple bolt on installation gives you power you can feel, adding up to 10HP and 12ft lbs or torque, depending on application.

• Polished mandrel bent 6063 aluminum air intake tube.
• Simple no-drill installation bolts on using simple hand tools.
• Includes a high-flow conical dry panel filter that never needs oiling.
• Intake kit includes black powder coated heat shield
• Part # 17750.01 for 97-06 4L wranglers include a throttle Body 
   Spacer as a part of the kit. 
• Improves fuel economy up to 10%*
• Adds up to 10HP and 12ft lbs or torque**

The Rugged Ridge Throttle Body Spacer raises the throttle body 1” above the intake manifold. The lift helps optimize power and performance 
by drawing in colder denser air. The large bore design allows your system to inhale a larger volume of air producing more horsepower 
and torque. It features solid aluminum construction with a slick anodized black finish, and is a bolt on performance adder for both 4.0L 
and 2.5L engines.

• Solid Aluminum Construction.
• Simple no-drill installation bolts on using simple hand tools.
• Includes mounting hardware, gaskets and spacers.
• Black Anodized Finish.
• Fits 91-06 Wrangler 4.0L & 91-02 2.5L & Cherokee 91-01 4.0L & 91-00 2.5L

*See http://www.fueleconomy.gov/feg/maintain.shtml
** Depending on kit

17750.01 for 1997-06 Wrangler 4.0L

17750.01 1997-06 Wrangler 4.0L

17750.06 for 2007-10 Wrangler 3.8L

®

Rugged Ridge Cold Air Intake Systems Part #

2007-10 Wrangler 3.8L (NEW) 17750.06

1997-06 Wrangler 4.0L (NEW) 17750.01

2003-06 Wrangler 2.4L (NEW) 17750.03

1997-02 Wrangler 2.5L (NEW) 17750.02

1991-95 Wrangler 4.0L (NEW) 17750.04

1991-95 Wrangler 2.5L (NEW) 17750.05

1991-01 Cherokee 4.0L (NEW) 17750.20

1993-98 Grand Cherokee 4.0L w/o ABS (NEW) 17750.20

1993-98 Grand Cherokee 5.2L, 5.9L (NEW) 17750.22

Cold Air Intakes for Jeep®

Throttle Body Spacer
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Lockable Spare Tire 
Mount Bike Carrier
This easy-to-use bike rack mounts to any emergency tire 
mounting studs. The bike rack carries 2 bikes directly off 
the spare tire. It is constructed of 2” powder coated steel 
tubing for maximum rust protection and durability. The 
bike clamp feature rubber pads to protect your bike’s 
finish. The carrier comes with 2 keys for the locking 
mechanism. Fits wheel off sets from 2-5/8” to 6”. For All 
Jeep® Outside Spare Tire Applications

Easy Load Trail Rack
This clever application provides extra storage right above your spare 
tire. Carry camping gear, coolers and other necessities far above 
the ground. The rack tubes are welded and powder coated for extra 
durability. The new Euro style design makes this item look as good as 
it performs. You can mount this no-drill-installation rack in no time. 
Storage capacity is rated at 50 lbs.

Receiver 
Shackle 
Bracket

D-Ring, Pair
This heavy-duty zinc coated 
cast steel construction comes 
with a 3/4” pin. Perfect for 
use with all RRC bumpers.

Hitch Ball

Hitch Ball 
includes a 
matching 
mounting 
nut and lock 
washer. Pick 
from two 
standard sizes.

Receiver Tow Hook

Heavy-duty black powder coated tow hook 
inserts into any 2” style hitch (does not include 
hitch pin, not designed for towing).

Trail Rack Part #

87-02 Wrangler, Each 11237.11 11237.11

Hitch Ball Kit Part #

2’’ x 3/4’’ 11305.01

1-7/8’’ x 3/4’’ 11305.02

D-Ring

3/4’’D Ring, 9,5000lbs, 
Pair

11235.01 11235.01

Receiver Shackle Bracket Part #

All 2’’ Receivers, Each 11234.01

Receiver Tow Hook Part #

Fits All 2” Recievers, Each 11237.01

11237.10 Lockable Spare 
Tire Mount Bike Carrier

11237.11 Easy Load Trail Rack

Custom design bolts directly to factory 
mounting points on the rear of the 
vehicle, very similar design to the OE 
Receiver Hitch. Durable powder coat 
design sheds water and provides a 
long lasting rust free finish. Includes 
cutout for factory wiring harness 
mounting. Designed as a one-piece 
welded assembly for added strength, 
we built our hitch receiver to match the 

towing capacity of your Jeep®: 3,500-lb tow rating, 350-lb tongue weight rating 
with weight distributing equipment; otherwise 2000-lb tow rating, 200-lb tongue 
weight rating, 2” opening.

2007-10 Wrangler Receiver Hitch

Receiver Hitch Part #

07-10 Wrangler, Each 11580.10

Bike Carrier Part #

Spare Tire Mount Bike Carrier, Each 11237.10

2” Receiver 
Hitch

Receiver Hitch Extender Includes clip and pin. Ball not 
included. For Jeep use only. 
2000-lb two rating, 200-lb 
tongue weight rating.

Constructed from solid steel the 
extender lengthens your 2” receiver 
up to 12 inches!  (Hitch mount 
accessories only - not tow rated) Ball Mount Receiver Hitch Part #

2” Square, Each 11237.02
Receiver Hitch Extender

12”,Each (NEW) 11580.50

This heavy-duty steel 
design fits into any 2” 
receiver box. It is rated up 
to 9,500 lbs. pulling capacity 
on evenly distributed straight pulls. 
Note: never exceed your receiver 
capacity. Not designed for towing. Does not 
include hitch pin.

®




